
•	Ambient temperature capabilities: -40°C (-40°F) to 60°C (140°F)
•	* DLC V5.1 Standard (4000K/5000K / 120° models only).
•	Internal EM battery option (15W / 90 min).
•	** Impact Resistance: IK08 (standard lens) / IK10 (glass globe with wire guard).
•	Corrosion proof - coated copper free aluminum alloy housing.
•	Gray nylon corrosion resistant powder coating.
•	Optional reflective hoods available.
•	0-10V dimming option available.
•	1000 hours salt spray test passed.

KEY FEATURES AND BENEFITS

HAZ SENTINEL 3.24 SI-07492

HJCR Series
The SENTINEL™

Hazardous Location LED Lighting

CERTIFICATIONS / RATINGS

SPECIFICATIONS

PRODUCT ORDERING SELECTION

Series
□ HJCR1L

Watts
□ 040 - 40W
□ 060 - 60W
□ 080 - 80W
□ 100 - 100W
□ 150 - 150W
□ 200 - 200W
□ 250 - 250W
□ 280 - 280W

Kelvin
□ 40 - 4000K
□ 50 - 5000K

Voltage
□ U - 120-277 VAC
□ 48 - 347-480 VAC

Beam Angle
□ 120 - 120° (Std)
□ 90 - 90°
□ 60 - 60°
□ 40 - 40°

Mounting Options
□ HJTB - Trunnion Bracket
□ HJCJB - Ceiling Junction Box
□ HJPP - Pendant Pipe
□ HJWA - Wall Arm
□ HJPS90 - 90° Pole Stanchion
□ HJPS25 - 25° Pole Stanchion
□ HJW90 - 90° Junction Box Wall Arm
□ HJW25 - 25° Junction Box Wall Arm

Other Options
□ HJDR - Dome Reflective Hood
□ HJAR - Angled Reflective Hood
□ GL-HJGU - Glass Globe with Wire Guard
□ DIM - 0-10V Dimming
□ EM - Emergency Battery Backup- 15W
               (100W and up / 120-277VAC models only)

Voltage 120-277 VAC / 347-480 VAC

Wattage 40W / 60W / 80W / 100W / 150W / 
200W / 250W / 280W

Color Temp 4000 / 5000 Kelvin
Housing Coated copper free aluminum alloy

Color Gray
Lens Tempered glass

Ambient Temperature -40°C (-40°F) to 60°C (140°F)
(-10°C to 60°C with EM Battery)

40W 60W 80W 100W 150W 200W 250W 280W
5,600 8,400 11,200 14,000 21,000 28,000 35,000 39,200

LUMENS

• Class I, Div 1, Groups C, D		  • Class I, Div 2, Groups A, B, C, D
• Class II, Div 1, Groups E, F, G	 • Class II, Div 2, Groups F, G
• Class III

CLASS / DIVISION

 HJCR1L

T-Rating T4
Lifetime 100,000+ hrs L70

CRI >70
Beam Angles 120° / 90° / 60° / 40°

Efficacy 140 lm/W
Entrance Thread 3/4” NPT

Protection IP66 / IP67

Warranty 5 Year Limited Warranty - Fixture
3 Year Limited Warranty - Battery

* **
137-18 250.0

Cat. # Type

Notes

Specifications and data are subject to change without notice.
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#HJPS90 - 90° Pole Stanchion #HJPS25 - 25° Pole Stanchion #HJW90 - 90° Junction Box Wall Arm #HJW25 - 25° Junction Box Wall Arm

#HJTB - Trunnion Bracket #HJCJB - Ceiling Junction Box #HJPP - Pendant Pipe # HJWA - Wall Arm

HJCR Series

MOUNTING OPTIONS

WEIGHTS AND DIMENSIONS

4W - 80W 30.86 lb
100W - 150W 38.36 lb
200W - 280W 46.30 lb

WEIGHTS

1.9” ID
Designed for 1-1/2” pipe/pole top.

The SENTINEL™

40W - 80W 200W - 280W

Adjustable +/- 90°

1.9” ID
Designed for 1-1/2” pipe/pole top.

#HJDR - Dome 
Reflective Hood

#HJAR - Angled 
Reflective Hood

#GL-HJGU - Glass 
Globe with Wire Guard

14.09”

13.03”

9.88”

15.98”

13.46”

10.00”

17.44”

14.92”

10.65”

100W - 150W

HAZ SENTINEL 3.24 SI-07492

OTHER OPTIONS EM BATTERY OPTION (INTERNAL)

Input Rating AC 120-277V
Output Wattage 15W

Battery Capacity 2000 mAh
Battery Run-time 90 minutes

Charge Time ≥ 24 hours
Ambient Temperature -10°C (14°F) to 60°C (140°F)

Battery Warranty 3 Year Limited Warranty

Available for 100W and higher / 100-277VAC models only.

Type HL
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